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determinations for separate structures 
for public restrooms shall be consid-
ered on an individual basis. The Public 
Information Center, including public 
restrooms, may be combined with the 
administrative building. 

(f) Other interment structures. Space 
determinations for other support facili-
ties such as columbaria, preplaced 
graveliners (or crypts), garden niches, 
etc., will be considered on an individual 
basis in accordance with § 39.19(d). 

(Authority: 38 U.S.C. 501, 2408.) 

§ 39.22 Architectural design standards. 
The publications listed in this sec-

tion are incorporated by reference. The 
Director of the Federal Register ap-
proves this incorporation by reference 
in accordance with 5 U.S.C. 552(a) and 1 
CFR part 51. Copies of these publica-
tions may be inspected at the office of 
the State Cemetery Grants Service, 
National Cemetery Administration, 
Department of Veterans Affairs, 810 
Vermont Avenue, NW., Washington, DC 
20420 or at the Office of the Federal 
Register, 800 North Capitol Street, 
NW., Suite 700, Washington, DC. Copies 
of the 2003 edition of the National Fire 
Protection Association Life Safety 
Code and Errata (NFPA 101), the 2003 
edition of the NFPA 5000, Building Con-
struction and Safety Code, and the 2002 
edition of the National Electrical Code, 
NFPA 70, may be obtained from the 
National Fire Protection Association, 
Inc. (NFPA), 1 Batterymarch Park, 
P.O. Box 9101, Quincy, MA 02269–9101. 
Copies of the 2003 edition of the Uni-
form Mechanical Code, and the 2003 
edition of the Uniform Plumbing Code, 
may be obtained from the Inter-
national Association of Plumbing and 
Mechanical Officials, 5001 E. Philadel-
phia Street, Ontario, CA 91761–2816. 

(a) Architectural and structural require-
ments—(1) Life Safety Code. Standards 
must be in accordance with the 2003 
edition of the National Fire Protection 
Association Life Safety Code, NFPA 
101. Fire safety construction features 
not included in NFPA 101 shall be de-
signed in accordance with the require-
ments of the 2003 edition of the NFPA 
5000, Building Construction and Safety 
Code. Where the adopted codes state 
conflicting requirements, the NFPA 
National Fire Codes shall govern. 

(2) State and local codes. In addition to 
compliance with the standards set 
forth in this section, all applicable 
local and State building codes and reg-
ulations must be observed. In areas not 
subject to local or State building 
codes, the recommendations contained 
in the 2003 edition of the NFPA 5000, 
Building Construction and Safety Code 
shall apply. 

(3) Occupational safety and health 
standards. Applicable standards as con-
tained in the Occupational Safety and 
Health Act of 1970 (29 U.S.C. 651 et seq.) 
must be observed. 

(b) Mechanical requirements. The heat-
ing system, boilers, steam system, ven-
tilation system and air-conditioning 
system shall be furnished and installed 
to meet all requirements of the local 
and State codes and regulations. Where 
no local or State codes are in force, the 
2003 edition of the Uniform Mechanical 
Code shall apply. 

(c) Plumbing requirements. Plumbing 
systems shall comply with all applica-
ble local and State codes, the require-
ments of the State Department of 
Health, and the minimum general 
standards as set forth in this part. 
Where no local or State codes are in 
force, the 2003 edition of the Uniform 
Plumbing Code shall apply. 

(d) Electrical requirements. The instal-
lation of electrical work and equip-
ment shall comply with all local and 
State codes and laws applicable to elec-
trical installations and the minimum 
general standards, as set forth in the 
NFPA 70, National Electrical Code, 2002 
edition (NEC 2002 Code). The regula-
tions of the local utility company shall 
govern service connections. Aluminum 
bus ways shall not be used as a con-
ducting medium in the electrical dis-
tribution system. 

(Authority: 38 U.S.C. 501, 2408.) 
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